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DEPARTMENT OF STRUCTURES AND BUILCING ELEMENTS iTE anc STRUCTURES AND BUILDING ELEMENTS
LABORATORY confirms test results (ITT) acaording to =rofuct standard EN 13830 clouse and obtained classes:

Range of tesis Classification — speciment no: Classification
Froperties Test method standard
Resistance to wind load PN-EN 12179:2004 1200 Pa PN-EN 13116:2004
Safety test s TS S _HBure R [ G
[Airpermeability PN-EN 121532004 Class A4 PN-EN 12152.2004
Watertightness PN-EN 12155:2001 Class RE1200 PMN-EMN 12154:2004

The test results are in accordance with the test report N° LK-04243/09/1.
These results refer to tested properties can be used for CE marking, in accordance with the rules specified in the
product standard PN-EN 13830:2005.

Responsible for the tests: Mcs. eng. Marzena Jakimowicz

ITB Strugtures and Bpilding
Head,

Authorizing person .

Warszawa - 28.07.2010r boratory Hea

dr eng. Krzysztof Kuéz;r’lski
r eng. Pawet Sulik

L
The validity of this Classification expires in case of change assortment manufactured, components and/or technology.

Classification specified above should be confirm in FPC.

Depariment of Structures and Building Elements, ul. Ksawerdw 21, (02-656 Warszawa, tel: +48 22 56 64 260 fax: +48 22 56 64 215,
Department Head tel.; +48 22 56 64 335, e-mail przegrody@ith.pl

Classification is included as an annex to the test report N° LK-04243/09/,



